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Discount Schedule AC-10 (FURN) 

SELECTION
Heavy Duty Contactors

Class 40 
Ordering Instructions

� Replace the (*) with a letter from the coil table. Dual voltage coils are wired
on high voltage unless specified on order.

� Technical Data see pages 467-471.
� Field Modification Kits see pages 457-461.
� Factory Modifications see pages 462-466.
� Dimensions see page 485.
� Wiring Diagrams see page 496.
� Replacement Parts see page 547.

Coil Table

60Hz Voltage Letter
24 Separate Control� J
120 Separate Control F
110–120/220–240� A
200–208 D
220–240 G
277 L
220–240/440–480� C
440–480 H
575–600 E
For other voltages and frequencies 
see Factory Modifications page 465.

Max Hp Enclosure

Open Type NEMA 1 NEMA 4/4X NEMA 7 & 9 NEMA 12
General Purpose Watertight, Dusttight NEMA 3 & 4 NEMA 3/3R�

Corrosion Resistant Class I Groups C & D Industrial Use
304 Stainless Steel� Class II Weatherproof

Groups E, F & G
Bolted Enclosure

Cont Indoor/Outdoor Use

200 230 460 575 NEMA Half Amp
Volts Volts Volts Volts Size Size Rating Catalog No Price $ Catalog No Price $ Catalog No Price $ Catalog No Price $ Catalog No Price $

11⁄2 11⁄2 2 2 00 — 9 40BP32A* 138. 40BP32B* 150. Use Size 0 — Use Size 0 — Use Size 0 —
3 3 5 5 0 — 18 40CP32A* 174. 40CP32B* 186. 40CP32W* 402. 40CP32H* 792. 40CP320* 258.
71⁄2 71⁄2 10 10 1 — 27 40DP32A* 204. 40DP32B* 216. 40DP32W* 432. 40DP32H* 828. 40DP320* 288.

10 10 15 15 — 13⁄4 40 40EP32A* 294. 40EP32B* 306. 40EP32W* 522. 40EP32H* 918. 40EP320* 378.
10 15 25 25 2 — 45 40FP32A* 372. 40FP32B* 432. 40FP32W* 864. 40FP32H* 1332. 40FP320* 564.
15 20 30 30 — 21⁄2 60 40GP32A* 486. 40GP32B* 576. 40GP32W* 1098. 40GP32H* 1656. 40GP320* 720.
20 30 50 50 3 — 90 40HP32A* 600. 40HP32B* 720. 40HP32W* 1332. 40HP32H* 1992. 40HP320* 876.
30 40 75 75 — 31⁄2 115 40IP32A* 1200. 40IP32B* 1452. 40IP32W* 2496. 40IP32H* 2982. 40IP320* 1968.
40 50 100 100 4 — 135 40JG32A* 1440. 40JG32B* 1692. 40JG32W* 2736. 40JG32H* 3222. 40JG320* 2208.
50 75 150 150 — 41⁄2 210 40KG32A* 2718. 40KG32B* 3180. 40KG32W* 4500. 40KG32H* 6264. 40KG320* 4500.
75 100 200 200 5 — 270 40LG32A* 3138. 40LG32B* 3600. 40LG32W* 4920. 40LG32H* 6684. 40LG320* 4920.

150 200 400 400 6� — 540 40MG32A* 8388. 40MG32B* 10602. 40MG32E* 13602. — — 40MG320* 12222.
— 300 600 600 7� — 810 40NG32A* 11868. 40NG32B* 14268. 40NG32E* 17268. — — 40NG320* 15888.
— 450 900 900 8� — 1215 40PG32A* 18876. 40PG32B* 22212. 40PG32E* — — — 40PG320* —

3 Phase, 3 Pole

�Not available on size 41/2–8 contactors.
�For NEMA 4X fiberglass enclosure change 7th

character of catalog number to F. Example: 40CP32F.
Price addition see page 464. Available in standard
width through size 4. Sizes 6–8 are painted NEMA 4
enclosures only.

�To order contactor sizes 0–1 3⁄4 in NEMA 3/3R enclosure
change 7th character of catalog number to D. Example:
40CP32D*. Price same as NEMA 12. For all other sizes,
use NEMA 12 and see page 461.

�Sizes 6–8 do not include lugs. See page 461 for
terminal kits, order separately.

Max Hp Enclosure

Open Type NEMA 1 NEMA 4/4X NEMA 7 & 9 NEMA 12
General Purpose Watertight, Dusttight NEMA 3 & 4 NEMA 3/3R�

Corrosion Resistant Class I Groups C & D Industrial Use
304 Stainless Steel� Class II Groups E, F & G Weatherproof

Bolted Enclosure

Cont Indoor/Outdoor Use

200 230 460 575 NEMA Half Amp
Volts Volts Volts Volts Size Size Rating Catalog No Price $ Catalog No Price $ Catalog No Price $ Catalog No Price $ Catalog No Price $

1⁄3 11⁄2 2 2 00 — 9 40BP22A* 156. 40BP22B* 168. Use Size 0 — Use Size 0 — Use Size 0 —
2 3 5 5 0 — 18 40CP22A* 222. 40CP22B* 234. 40CP22W* 450. 40CP22H* 840. 40CP220* 306.
3 71⁄2 10 10 1 — 27 40DP22A* 252. 40DP22B* 264. 40DP22W* 480. 40DP22H* 876. 40DP220* 336.
5 10 15 15 — 13⁄4 40 40EP22A* 342. 40EP22B* 354. 40EP22W* 570. 40EP22H* 966. 40EP220* 426.

4 Pole
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SELECTION
Heavy Duty Contactors

Class 40 

C
O

N
T

R
O

L
 

P
R

O
D

U
C

T
S

Discount Schedule AC-10 (FURN)

Max Hp Enclosure

Open Type NEMA 1 NEMA 4/4X NEMA 7 & 9 NEMA 12
General Purposes Watertight, Dusttight NEMA 3 & 4 NEMA 3/3R�

Corrosion Resistant Class I Groups C & D Industrial Use
304 Stainless Steel� Class II Groups E, F & G Weatherproof

Bolted Enclosure

Cont Indoor/Outdoor Use

200 230 NEMA Half Amp
Volts Volts Size Size Rating Catalog No Price $ Catalog No Price $ Catalog No Price $ Catalog No Price $ Catalog No Price $

1⁄3 1 00 — 9 40BP12A* 120. 40BP12B* 132. Use Size 0 — Use Size 0 — Use Size 0 —
1 2 0 — 18 40CP12A* 156. 40CP12B* 168. 40CP12W* 384. 40CP12H* 774. 40CP120* 240.
2 3 1 — 27 40DP12A* 186. 40DP12B* 198. 40DP12W* 414. 40DP12H* 810. 40DP120* 270.
3 5 1P — 35 40EP12A* 240. 40EP12B* 252. 40EP12W* 468. 40EP12H* 864. 40EP120* 324.
3 71⁄2 2 — 45 40FP12A* 348. 40FP12B* 408. 40FP12W* 840. 40FP12H* 1308. 40FP120* 540.
5 10 — 21⁄2 60 40GP12A* 450. 40GP12B* 540. 40GP12W* 1062. 40GP12H* 1506. 40GP120* 684.
71⁄3 15 3 — 90 40HP12A* 552. 40HP12B* 672. 40HP12W* 1284. 40HP12H* 1944. 40HP120* 828.

— — — 31⁄2 115 40IP12A* 1092. 40IP12B* 1344. 40IP12W* 2388. 40IP12H* 2874. 40IP120* 1860.
— — 4 — 135 40JG12A* 1332. 40JG12B* 1584. 40JG12W* 2628. 40JG12H* 3114. 40JG120* 2100.
— — — 41⁄2 210
— — 5 — 270
— — 6 — 540 Use 3 pole contactor on page 454.
— — 7 — 810
— — 8 — 1215

Ordering Instructions

� Replace the (*) with a letter from the coil table. Dual voltage coils are wired
on high voltage unless specified on order.

� Technical Data see pages 467–471.
� Field Modification Kits see pages 457–461. 
� Factory Modifications see pages 462–466.
� Dimensions see page 485.
� Wiring Diagrams see page 496.
� Replacement Parts see page 547.

Coil Table

60Hz Voltage Letter
24 Separate Control J
120 Separate Control F
110–120/220–240 A
200–208 D
220–240 G
277 L
220–240/440–480 C
440–480 H
575–600 E
For other voltages and frequencies 
see Factory Modifications page 465.

Single Phase, 2 Pole

� For NEMA 4X fiberglass enclosure change 7th
character of catalog number to F. Example: 40CP12F.
Price addition see page 464. Available in standard
width through size 4.

� To order contactor sizes 0–13⁄4 in NEMA 3/3R enclosure
change 7th character of catalog number to D.
Example: 40CP12D*. Price same as NEMA 12. For all
other sizes, see page 461.


